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The Massachusetts Department of Environmental &trote(“MassDEP”), Bureau of Waste
Prevention, has reviewed your Non-major ComprelverBlan Application (“Application”)

listed above. This Application concerns the pragosistallation and operation of an Air
Pollution Control Device and additional processipoent at Polyfoam Corp (“Polyfoam”) is
located at 2355 Providence Road in Northbridge,ddelsusetts (“Facility”). The Facility is a
shape-molder of Expandable Polystyrene (“EPS™e Application bears the seal and signature
of James Gagnon, Massachusetts Registered PrafakEiogineer number 29550.

This Application was submitted in accordance wit® £MR 7.02 Conditional Plan Approval
and Emission Limitations as contained in 310 CMB7Air Pollution Control,” regulations
adopted by MassDEP pursuant to the authority gddoyeMassachusetts General Laws, Chapter
111, Section 142 A-N, Chapter 21C, Section 4 arah@,Chapter 21E, Section 6. MassDEP’s
review of your Application has been limited to p@llution control regulation compliance and
does not relieve you of the obligation to complyhaany other regulatory requirements.

Polyfoam conducted background sound level inforamaéind will conduct additional sound
level and pure tone monitoring after modificatitvave been completed at the Facility.
Polyfoam is responsible for complying with the Mag&$’s sound policy

MassDEP has determined that the Application is agitmatively and technically complete and
that the Application is in conformance with the Riollution Control regulations and current air

This information is available in alternate format. Call Michelle Waters-Ekanem, Diversity Director, at 617-292-5751. TDD# 1-866-539-7622 or 1-617-574-6868
MassDEP Website: www.mass.gov/dep

Printed on Recycled Paper
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pollution control engineering practice, and hergtgnts thi<Conditional Plan Approval for
said Application, as submitted, subject to the aomas listed below.

Please review the entire Conditional Plan Approaslit stipulates the conditions with which the

Facility owner/operator (“Permittee”) must comptyarder for the Facility to be operated in
compliance with this Conditional Plan Approval.

1. DESCRIPTION OF FACILITY AND APPLICATION

Polyfoam Corp. (“Polyfoam”) utilizes Expandable ¥&tyrene (“‘EPS”) beads containing

pentane as a blowing agent to manufacture custapesmolded foam containers for packing,
shipping, and thermal insulating applications. Tegority of the bead used in manufacturing
contains between 3.0% and 6.2% pentane. A copolymaterial called Arcel containing

between 4-12% pentane is occasionally processedd®Bare pneumatically conveyed to an
expander where they are pre-expanded with stedm.rdsulting pre-puff is transferred and
allowed to age in mesh bags for approximately £&tours. After aging, pre-puff is conveyed

to individual molding machines where it is fusedhe molds under heat and pressure. Finished
parts are removed from the mold and transferrédamn-site warehouse.

Polyfoam operated under several air quality Plaprapals, the most recent C-P- 93-013 (TR#
62554 issued 9/20/93) allowed the Facility to e#®itons per consecutive 12 month period of
pentane, a volatile organic compound (“VOC”), urtcolted to the atmosphere from the
delivery, expansion, aging, and molding of the Be&ds and the curing or storage of the
finished molded foam products.

In August 2006, the Environmental Protection Age({&PA") conducted an inspection of this
Facility and determined that Polyfoam had undecwdated the VOC emissions resulting from
EPS bead expansion and molding equipment. EPAealléhat the actual VOC emissions were
greater than the major category threshold for thostary source and therefore Polyfoam was in
violation of the Air Quality Plan Approval issueg MassDEP.

On September 15, 2011 Faderal Consent Decree (the “CD”) and Final Juddmes executed
by the United States of America on behalf of théEgainst Polyfoam. EPA alleged that
Polyfoam committed violations of the New Source iRev(*NSR”) requirements, Title V
operating permit requirements, and federally ergfabte state air quality requirements, arising
from the Clean Air Act (“CAA”), 42 U.S.C. 8§ 7401.eseq. EPA considered Polyfoam to be a
major stationary source of VOCs and required thaliBato obtain federally-enforceable state
air permit(s). The applicable state permits hee310 CMR 7.02 non-major Comprehensive
Plan Approval and an Title V operating permit pansito 40 CFR Part 70 as set out in 310
CMR 7.00: Appendix C (“Appendix C").

The CD established that Polyfoam must submit apptia(s) for a new federally-enforceable
state air permit(s) to MassDEP that included a \#D@ission rate at least as stringent as that
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contained in the CD. It also required the use cdjgture and control system including a
Regenerative Thermal Oxidizer (“RTQO”).

For purposes of this Conditional Air Quality Plapgkoval:
“Manufacturing emissiorisshall mean all VOC emissions that occur during pine-

expansion, aging, and molding of EPS beads andf&® products, until the storage of
the final product. This is known as Emission Urit(EU #1);

"Post-Manufacturing Emissiohsr "Storage Emissions” shall mean VOC emissitias t
occur for a maximum of 48 hours after an EPS foamadlyct is manufactured. This is
known as Emission Unit #2 (EU #2);

“Long Term Storage Emissiohshall mean VOC emissions that occur from aftestPo
Manufacturing Emissions (EU #2) to a maximum ofd2§s after an EPS foam product
is manufactured. This is known as Emission Uni{E3 #3);

“Boiler VOC Emission$shall mean VOC emissions that occur from the hatural gas
process boilers. This is known as Emission Uni(Ed #4); and

“Total Facility Pentane Emissiohshall mean the total of VOC emissions from EU #1,
EU #2, and EU #3.

Certificate of Analysis (“COA”F= A COA accompanies each shipment of EPS bead to
indicate the level of pentane in the beads. Thmliblowing agent content of the bead is
typically between 3.5 to 6.5 percent by weight.

The CD established for Polyfoam an emission rat4fpounds of VOC released per 100
pounds of EPS bead processed (2.4 Ib VOC/100 B"E&veraged over 24 hours. The CD
stipulated that emissions from Manufacturing andtfanufacturing (EU #1 and EU #2) meet
the above emission limit rate. In addition, then@itional Air Quality Plan Approval requires
that the Total Facility Pentane Emissions meetl2MOC/100 Ib EPS averaged over 24 hours.

Pursuant to 310 CMR 7.02(8)(a)(2), MassDEP hagméted that an emission rate of 2.4 |b
VOC/100 Ib EPS for the Total Facility Pentane Emoiss is Best Available Control Technology
(“BACT"). This determination is based upon theiesv of the submitted plan application (CE-
11-031) and supplemental materials.

On December 9, 2011, Polyfoam submitted a non- nt@jmprehensive plan application for
both existing and new foam manufacturing processpeagent and new air pollution capture and
control equipment. This Conditional Plan Approwxtntifies BACT as it applies to this industry
and the Facility and is described in Table 2.
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An EPS Bead Study Report was submitted by Polyfoansultants, O'Reilly, Talbot & Okun
Associates, on July 17, 2012. The study desctibegrotocol and results of testing the pentane
content of three different nominal bead types (epipnate initial pentane content of 6.1%,

4.5%, and 3.5%). The sampling and analysis prdteas based on a Southern California Air
Quality Monitor District (“SCAQMD”) test Method 30énd determined the amount of pentane
left in the bead at different times of manufactgrand storage.

Polyfoam tested the pentane content of the irtigald (raw material), the product after molding,
the product after 48 hours of storage and the ptoaliter 28 days of storage. These results are
used in this Conditional Plan Approval in calcuigtthe VOC emissions. The pentane content
of the EPS bead and product will be confirmed tglocompliance testing after the RTO is
operational and the formula(s) will be updated adicgly.

This Conditional Plan Approval encompasses the entire Facility including thedosithat
provide expansion steam, awd| replace and supercede all Air Quality Plan Approvals
issued to this Facility to date: TR# 62554 issued September 20, 1993 ghtVD09917 issued
April 10, 2000, that pertains to the 250 hp natges boilers.

Upon the satisfactory completion of the requiredgrenance and compliance testing in Tables 3
through 6 (e.g. VOC capture and destruction sysbaad testing, and sound monitoring), and
the receipt of the test results and any necesstigation plans and schedule, MassDEP will
issue the Final Plan Approval.

This Conditional Plan Approval contains the CD riegments concerning VOC emission limits,
VOC capture and control, and performance testihg one of the federally-enforceable state air
permit(s). This Conditional Plan Approval allowsiacrease in the consecutive 12 month VOC
emission limit to 72 Tons Per Year (“tpy”). It alBmits the daily average pentane emission rate
for the whole Facility (Total Facility Pentane Esimns), specifies a monthly VOC limit, and
requires the continuous operation of the RTO whenthere is 500 pounds of EPS material or
more in the aging room to control VOC emissions.

The design of the capture and control system fatgre emissions includes, what is identified in
the supplied schematic by Elliot Thermodynamics, @s.'dry’ and ‘wet’ stream pentane
emissions. These are described below:

Dry Stream pentane emissions

Kurtz Fluid Bed dryer Hood and Kurtz drop-chute dpHirsch Wiper Hopper Vents and the
two (2) Raw Bead Vacuum Pump vents collectivelyenavotal air flow of 939 Standard Cubic
Feet per Minute (“scfm”) will be directed to the ihg Bag Room via a 1,250 scfm blower.

Pre-Puff Fill Blowers on the Mold machines are plipe the outside corner of the Aging Room
at ceiling height and have an estimated flow of S&#n.
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Kurtz and Hirsch pre puff conveying blowers cargy2y593 scfm total deliver pre puff air into
the top of the aging bags.

Total dry stream to the Aging Bag Room = 939+9233254,457 scfm.

Negative pressure measured on a wall mounted Dmggnehelic differential pressure gauge in
the Aging Bag Room will be maintained with a 5,3@@m blower.

Wet Stream pentane emissions
Kurtz and Hirsch Pre —expanders’ vacuum pump evewuaf steam/pentane/air mixture from
expansion chambers at 500 scfm.

Mold machines’ vacuum pump evacuation of steam#eitair mixture from mold chambers-
10 machines peaking at 50 scfm /machine = 500 saffah prior to entering the pre-treatment
system.

The wet stream will pass through a metal mesh ditet condenser and cooled. The wet stream
flow will be reduced to 703 scfm. After the condenthe stream will be diluted with 1,250 scfm
“dry” slip stream and be heated up to PE0n the steam pre-heater to avoid moisture drdp-ou
in the carbon bed.

Total flow to the RTO:

“Dry “ stream 4,457 scfm

“wet” stream

After condensed water loss) 703 scfm
5,160 scfm
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EMISSION UNIT (EU) IDENTIFICATION

Each Emission Unit (EU) identified in Table 1 idogect to and regulated by this Conditional
Plan Approval:

Tablel
EU# Description Design Capacity Pollution Control Device (PCD)
1 Manufacturing: Capacity of the TANN Langbein Engelbracht America
« (2)PreExpansion |expander is dependent| model #
(expander) : on the den§ity of th’(.a
(1) Kurtz and expanded ‘pre-puff”:
, Regenerative Thermal Oxidizer (RTO)
(1) Hirsch, High density material: - rated at 6,000 scfm
) Preu:uff.AgL?g (3)0 ex. 2 pou(rjld tpelrﬁt . «  >99% VOC destruction
mesh aging bags), | processed at abou .
and 1,500 pounds per hour. efflc.lency )
Molding (20 » Equipped with puff capture
olding (20 ted |Low density material: package
vacuu_m assiste ex. 0.75 pounds perit * Random packed ceramic saddle
machines) processed at about 750 media
pounds per hour. « Noise abatement enclosure
Maximum combined . Equippe’(,j with a “carbon
expanders based on + 1,500,000 Btu/hr (Maxon full
actual densities utilized modulating burner or
is 2000 pounds per equivalent)
hour.
Capture of pentane emissions from bea
manufacturing i.e. pre-expansion, aging
and molding is assumed to be an average
efficiency of 70%, subject to verification
during performance testing using EPA
approved methodologies.
2 Post —Manufacturing: NA NA
finished product storage for
maximum of 48 hours after
manufacturing
3 Long term storage occurring NA NA

after the initial 48 hours of
final product storage (from
day 3 to day 28). Assuming
between 11- 16% of the
original pentane content
remaining in product when
shipped.
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Tablel
EU# Description Design Capacity Pollution Control Device (PCD)
4 Two (2) natural gas process| 10,200,000 Btu/hr and NA

boilers that provide bead 7,500,000 Btu/hr

expansion steam
Table1Key:
% = percentage NA= Not applicable
> = greater than or equal to PCD= Pollution Control device
Btu/hr = British thermal units per hour RTO= Regenerative Thermal Oxidizer
EU# = Emission Unit Number scfm= standard cubic feet per minute
ex. = example VOC = Volatile Organic Compounds

ft3= cubic feet

3. APPLICABLE REQUIREMENTS

A. OPERATIONAL, PRODUCTION and EMISSION LIMITS

The Permittee is subject to, and shall not exckeedperational, Production, and
Emission Limits as contained in Table 2 below:

Table2

Air Emission Limit

EU# Operational / Production Limit :
Contaminant

1. The aging room shall operate undg
negative air pressure to ensure
1 approximately 98% capture of VOC
emissions (to be verified by
compliance testing). VOC See EU 1-3
2. The Dry Stream Pentane Emission

shall be exhausted to the aging
room enclosure.

=

Y

%)
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Table2

EU#

Operational / Production Limit

Air

Contaminant

Emission Limit

3. Regenerative Thermal Oxidizer

(RTO) shall have:

a. 99% or better VOC destructio
efficiency

b. Minimum operating
temperature of 1500F or as
determined through complian
testing.

¢. Minimum residence time of 0.
seconds

d. Equipped with puff capture

e. Noise abatement enclosure

f.  Equipped with a “carbon
flywheel” (wet stream)

g. Must operate whenever500
pounds EPS material is in the
aging room

h. Electronic interlock system

NOTE: VOC destruction efficiency an

minimum temperature required are

subject to verification by compliance

test

=)

4. Capture of pentane emissions from

bead manufacturing i.e. pre-
expansion, aging and molding is
assumed to be an average efficien
of 70%, subject to verification
during performance testing using
EPA approved methodologies.

cy

. Maximum air flow< 6000 scfm to

the RTO.

. At no time shall any pre-expansion

or molding machines be

disconnected from any ductwork of

other VOC capture equipment that
vents VOC emissions from the
machines to the RTO at any time
while such machines are being

used.
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Table2

Air Emission Limit

EU# Operational / Production Limit :
Contaminant

7. At no time shall any ductwork or
other VOC capture equipment from
the aging room that vents VOC
emissions from the machines to the
RTO be disconnected while there i
EPS material in the aging room.

)

1-3 NA VOC <2.4 pounds VOCs per 100
pounds EPS beads processed
calculated on a daily average
in accordance with the
methodology specified in

Attachment A,
8 tpm?and ,
72 tpy?
4 NA NOX! 7.75 tpy
so! 0.05 tpy
Pm* 0.59 tpy
co! 6.51 tpy
voc* 0.43 tpy
0% opacity
Facility VOC 72.43 tpy
Wide
Table 2 Note:
1. "Daily" shall mean a continuous 24-hour period comaireg at 7 a.m.
2. Monthly VOC emissions shall be based on 30 daynglberiod
3. Annual VOC emissions shall be based on 12 montimgoberiod
4. Annual combustion emissions are based on AP-4fh Eiflition, Compilation of Air Pollution Emission

Factors, Ib pollutant/MMscf per year maximum poirfuel usage (2 boilers = 17,700,000 Btu/hr iiput
1000 scf per MM Btu/hr= 17,700 scf / hr input)
Potential fuel usage based on both boilers runr8@g0 hours/yr x 17,700 scf/hr = 155 »° Haf/yr

Table2 Key:
% = percent PM = Total Particulate Matter
> = greater than or equal to RTO= Regenerative Thebxidizer
CO = Carbon Monoxide scf/hr = standard cubic festipur
EPS= expandable polystyrene scf/yr= Standard Ctdst Per Year

EU# = Emission Unit Number SG& Sulfur Dioxide
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hr=hour TPM = tons per calendar month

MM Btu/hr = Million British thermal units per

hour
NA=

TPY = tons per consecutive 12-month period

Not applicable NQ= Nitrogen Oxides VOC = Volatile Organic Compounds

B. COMPLIANCE DEMONSTRATION

The Permittee is subject to, and shall comply wthile, monitoring, testing, record
keeping, and reporting requirements as containdaines 3, 4, and 5 below:

Table3

EU#

Monitoring and Testing Requirements

The Permittee shall conduct performance testinggus mass-balance approach, or other approach
acceptable to MassDEP and EPA as proposed by Ratyfon its new VOC control system within 75
days of MassDEP’s and EPA'’s approval of the prdtod@de performance testing shall be conducted
in accordance with the written protocol approvedt®yMassDEP and EPA and Appendiof the
Consent Decrek

The proper operating temperature shall be estaulisluring the air compliance test at the level that
ensures at least 99% destruction efficiency of \Ed@issions.

The Permittee shall within five (5) years of theedaf the initial compliance stack test and evérg f
(5) years thereafter the Permittee shall condudbpeance and emission testing to determine the
capture and destruction efficiency of the contyslitem and to determine compliance with the
provisions of this Plan Approval and applicableeied requirements.

. The Permittee shall conduct additional bead argalysia nominal 3.5 %, 4.5%, and 6.1% pentane

beads at 15 minutes after molding, at the end dfalBs of storage and at the end of 4 weeks of
storage. The bead analysis shall occur concuyreuith the performance testing listed above.

. The Permittee shall inspect and maintain the boileaccordance with the manufacturer’'s

recommendations and tested for efficient operadtdeast once in each calendar year. The result of
said inspection, maintenance, and testing andatewpon which it was performed shall be recorded
and posted conspicuously on or near the boiler§p@ICMR 7.04.

Facility- 6.
wide

The Permittee shall monitor all operations to easwfficient information is available to comply kit
310 CMR 7.12 Source Registration.

. The Permittee shall monitor all operations to easwfficient information is available to comply kit

310 CMR 7.00; Appendix C.

The Permittee shall conduct emission testing imatance with USEPA Reference Test Methods ang
regulation 310 CMR 7.13.

The Permittee shall conduct compliance sound gstithin 90 days from when the RTO is installed
and operational to ensure compliance with the M&EsDoise Policy.

Table 3 Note:

1. Consent Decree for United States v. Polyfoam Corp.
2. Appendix | of the CD- Requirements for Air Souiemission Testing
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Table 3 Key:

MassDEP = Massachusetts Department of
Environmental Protection

CD = Consent Decree RTO = regenerative thermalinxid
CMR = Code of Massachusetts Regulation VOC = Vigl@dirganic Compounds
EU = emission unit

% = percent

Table4

EU# Record Keeping Requirements

1. The Permittee shall maintain, on site, the daibords, documents and supporting evidence that the
1-3 Facility complies with the 2.4 pounds VOC per dailyerage per 100 pounds of EPS beads.

Documents shall include but are not limited toyhiéad throughput, pentane content of bead, capture
efficiencies, destruction efficiencies of contrgug@ment, and mass balance calculations.

2. A Certificate of Analysis (“COA”") from the bead mafacturer shall accompany each bead lot
shipment received by the Permittee.

The COA for each bead shipment shall be maintaimesite for at least 5 years.

4. The Permittee shall maintain a copy of any emisstaok tests results on site for at least 5 years.

The Permittee shall adjust all emission calculaiidistack test and bead study results indicatethiea
previous assumptions about capture efficiency rdeson efficiency, and/or pentane content in the
bead/product were inaccurate.

6. The Permittee shall maintain a record of the gtvanfibeads and the bead pentane content to
demonstrate compliance with emission limits andriet®on described in Table 2.

7. The Permittee shall maintain an accurate standagdating and maintenance procedure (“SOMP”) for
each EU, the RTO, the capture and control systemsaxiliary monitoring equipment such as the
temperature and pressure monitors on site thacissaible to Facility personnel. It shall be redigs
needed and the most up-to-date SOMP shall remainrsar the equipment at all times.

8. A repair and maintenance manual shall be maintadmesite that documents any downtime or repairs
conducted on the RTO and or capture system, thesitaspected, and the maintenance conducted.
This manual shall be dated and signed by the peed@onducting the work.

Facility- | 9. The Permittee shall maintain adequate recordstertesdemonstrate compliance with all operational,
wide production, and short and long term emission limitatained in Table 2 above. Records shall also
include the actual emissions of air contaminarg(sitted for each calendar month and for each
consecutive twelve month period (current month plusr eleven months). These records shall be
compiled no later than the 8lay following each month. An electronic versidrthee MassDEP
approved record keeping form, in Microsoft Excehfiat, can be downloaded at
http://www.mass.gov/dep/air/approvals/aqforms.hep#rt.

10. The Permittee shall maintain records of monitodnd testing as required by Table 3.

11. The Permittee shall maintain a copy of this Condii Plan Approval, and underlying Application
approved herein on-site.
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Table4

EU#

Record Keeping Requirements

12.

The Permittee shall maintain a record of routinénteamance activities performed on the approved
EU(s), PCD(s) and monitoring equipment. The resaftall include, at a minimum, the type or a
description of the maintenance performed and the alad time the work was completed.

13.

The Permittee shall maintain a record of all madfions affecting air contaminant emission rates on
the approved EU(s) and PGIhd monitoring equipment. At a minimum, the resostall include:
date and time the malfunction occurred; descriptibtihe malfunction; corrective actions taken; the
date and time corrective actions were initiated emipleted; and the date and time emission rates
and monitoring equipment returned to compliant apen, quantity of excess emissions associated
with the malfunction and when MassDEP was notified.

14.

The Permittee shall maintain records to ensurecserfit information is available to comply with 310
CMR 7.12 Source Registration.

15.

The Permittee shall maintain records required y@wonditional Plan Approval on-site for a
minimum of five (5) years.

16.

The Permittee shall make records required byGbisditional Plan Approval available to MassDEP
and USEPA personnel upon request.

Table4 Key:

COA= Certificate of Analysis RTO = regenerativertimal oxidizer

CMR= Code of Massachusetts
Regulations

SOMP= Standard Operating Maintenance Procedure

EU#=emission unit number USEPA= United States Emvitental Protections Agency

MassDEP= Mass Department of
Environmental Protection

VOC= Volatile Organic Compounds

PCD= pollution control device
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Table5

EU#

Reporting Requirements

In accordance with the CPthe Permittee shall submit a written pre-tesftgnatocol to MassDEP
and EPA for approval at the time that the VOC cepand control system becomes operational. It
shall contain all testing, monitoring, samplingdamalytical procedures for the test as required by
Appendix I? of the CD.

The pre-test draft protocol shall be sent to CéfRegjional Office of MassDEP, 627 Main Street,
Worcester, MA 01608. Attention: BWP Permit Chiefay email toRoseanna.stanley@state.ma.us
and EPA, Air Technical Unit attn: Air Compliance Clerlair Technical Unit, US Environmental
Protection Agency - Region 1, 5 Post Office Squ&réte 100, Mail code OES04-2, Boston, MA
02109.

If EPA or MassDEP comment on the draft pre-testqual or any revised protocol, the Permittee
shall incorporate those comments and re-submitiaa@ protocol to EPA and MassDEP within 15
days of receiving the comments.

Notification of the compliance testing shall be mad least 60 days prior to the scheduled tesfing o
the RTO and is subject to the approval and presehiceth the MassDEP and EPA.

The Permittee shall submit an emission stackfitestresults report to MassDEP and EPA, within 6(
days after emission testing, as defined in Tabl&I3 test reports shall contain all information as
required to determine compliance with emissionténaind restrictions identified in Table 2 and in
accordance with Appendix of the CD.

The Permittee shall submit to MassDEP and EPAppraval a written pre-test draft protocol for the
bead testing analysis listed in Table 3 at the dgmmeas the VOC capture and control system pite-te
draft protocol is submitted.

12

The Permittee shall submit the bead analysis figmllts report to MassDEP and EPA, within 60 dayg

after bead testing, as defined in Table 3.

%

Facility-
wide

The Permittee shall submit to MassDEP an Operd&amgit application as defined in 310 CMR 7.00
Appendix C, within 1 year of this Conditional PlApproval (TR# X239067).

The Permittee shall subngjtiarterly VOC emission reports to MassDEP that demonstrate
compliance with emission limits listed in Tabled?Gentral Regional Office of MassDEP, 627 Main
Street, Worcester, MA 01608. Attention: BWP Per@tiief or by email:
CERO.air@massmail.state.ma.us and EPA, Air Techbind, attn: Air Compliance Clerk. Air
Technical Unit, US Environmental Protection Agend3egion 1, 5 Post Office Square, Suite 100,
Mail code OES04-2, Boston, MA 02109.

The Permittee shall submit to MassDEP all infororatiequired by this Conditional Plan Approval
over the signature of a “Responsible Official” &fided in 310 CMR 7.00 and shall include the
Certification statement as provided in 310 CMR T2)(t).
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Table5

EU# Reporting Requirements

10. The Permittee shall notify the Central Regionali¢gfof MassDEP, BWP Permit Chief by telephone
(508) 792-7650, or email: CERO.air@massmail.stateisnar fax (508)792-7621 as soon as possibl
but no later than one (1) business day after demgoef an exceedance(s) of Table 2 requirements. A
written report shall be submitted to sameaeve at MassDEP within three (3) business days
thereafter and shall include: identification of eedance(s), duration of exceedance(s), reasohdor t
exceedance(s), corrective actions taken, and aptéonto prevent future exceedance(s).

11. The Permittee shall repaahnually to MassDEP, in accordance with 310 CMR 7.12 rdfirimation
as required by the Source Registration/EmissioteBtant Form. The Permittee shall note therein any
minor changes (under 310 CMR 7.02(2) (e), 7.03%,7.), which did not require an Air Quality
Plan Approval.

12. The Permittee shall submit a written report for ¢benpliance sound testing results. If the Facity
in non-compliance with the MassDEP’s noise polttg, Permittee shall submit a mitigation plan
within 60 days.

13. The Permittee shall provide a copy to MassDEP gfranord required to be maintained by this
Conditional Plan Approval within 30 days from Ma&dPs request.

Table5 Note:
1. Consent Decree for United States v. Polyfoam Corp

2. Appendix | of the Consent Decree- Requirement®\foSource Emission Testing

Table5 Key:
CD=Consent Decree EPA=Environmental Protection Agen
CMR=Code of Massachusetts Regulations RTO=RegewnerBttermal Oxidizer
EU# = emission unit number VOC=Volatile Organic Gmund

MassDEP= Massachusetts Department of
environmental Protection

4, SPECIAL TERMSAND CONDITIONS

The Permittee is subject to, and shall comply vitike, following special terms and conditions:

A. The Permittee shall comply with the Special Termd Gonditions as contained in Table 6
below:
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Table6

EU#

Special Termsand Conditions

The Permittee shall submit to MassDEP the Stan@aetating and Maintenance Procedures
(“SOMP”) that include the start-up specificatiorfdtte RTO before the MassDEP can issue a
FINAL Plan Approval. The SOMP shall address spes inventory and back-up equipment
systems for the capture system and the RTO to pt@raeduce any downtime of the RTO. In
addition, a copy of any subsequent revisions madleet SOMP must be submitted to MassDEP
within seven (7) days of the modifications(s).

The Permittee shall vent allanufacturing emissions from the pre-expansioimgagnd molding
of EPS beads and EPS foam products to the RTOnarmer that ensures compliance with the
VOC limit or operational restrictions set forthTiable 2. At no time shall pre expansion, aging ar
molding equipment be disconnected from any ductworither VOC capture equipment that vents
VOC emissions to the RTO any time that such equiyiraee being used.

The Permittee shall natlow an untreated process stream to bypass ti@ & Bny time.

The Permittee shall ensure that the air streant toseansfer pre-puff bead to the molding
machines and the air used to purge bead transfss &t the molding machines is captured by the
VOC capture and control system.

The total VOC capture efficiency of EU#1 shall lopial to or greater than 70% while EPS beads
are being processed.

Negative pressure shall be maintained at all tiat¢ke pre-puff aging room and at all ductwork,
hoods and /or other equipment necessary to caphgte@ent Polyfoam’s manufacturing emission fo
the RTO for VOC destruction.

All aging of pre-puff material shall occur in thgiag room.

Whenever there is 500 pounds or more of pre-puténa in the aging room, the RTO shall be
operating as specified in this Plan Approval.

The negative pressure within the aging room stetidntinuously monitored with a magnehelic
gauge or equivalent. The make, model and operétergture for this monitor shall be contained
within the SOMP for the capture and control systsiosed on site.

10.

The Permittee shall install a Lower Explosive LithiEL) monitor(s) that continuallghecks
pentane concentrations within the aging room. Ok shall alert employees with an audible ang
visual alarm when pentane emissions are outsidafefconditions. The make, model and
operating literature for this monitor shall be @ned within the SOMP for the capture and contrp
systems stored on site.

11.

The Permittee shall install and continuously opeeatievice that will measure pressure or flow
changes in the RTO to prevent potential pluggind)@rerloading conditions. The device will haye
alarms that will alert employees when the RTO israping outside its optimal operating range.
The make, model and operating literature for tieigick shall be contained within the SOMP for
the capture and control systems stored on sitep@ets for this device shall be determined during
the compliance test.
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Table6

EU#

Special Termsand Conditions

12.

The RTO combustion chamber shall operate at a mimirof 1500°F or at the temperature
necessary to assure a minimum of 99% VOC destmefificiency, as determined by the most
recent EPA approved compliance test. A thermoasapéll be located at the exit point of the
oxidizer chamber.

13.

Only when the RTO is at and maintaining the minimeombustion temperature to assure 99%
VOC destruction efficiency shall the Permittee pggioduction. The electronic interlock system
shall not allow production until the RTO is at thisnimum temperature.

14.

The temperature of the RTO shall be continuousiyitored and recorded. The data recorder
shall properly indicate time and date. The makedehand operating literature for the temperatuf
monitor and recorder shall be contained withinSK@&MP for the capture and control systems
stored on site.

15.

The RTO shall be equipped with an operating low laigth temperature alarm to alert employees

when temperatures are outside of the operating zecessary to achieve a minimum of 99% VO

destruction efficiency, as determined by the mesént compliance test. The make, model, and
operating literature for the RTO temperature alahall be contained within the SOMP for the
capture and control systems stored on site.

16.

The Permittee shall only allow a maximum air flolx<xa6000 scfm to the RTO.

17.

Replacement and new molding machines shall be pgdiwith an equivalent or better VOC
vacuum and emission capture and control systetmeaeplaced molding equipment.

18.

The Permittee shall notify MassDEP in writing o€ thending installation of replacement, modifigd

or new equipment at least 30 days prior to itsiteion. The notification shall identify the new
equipment’s make and model, and a diagram and satieaf how it will be connected to existing
VOC capture and control systems.

1land?2

19.

If the performance testing required by Table 3tbeoperformance testing whose methods and
results are acceptable to MassDER BRA, demonstrates that the VOC Capture and CloBystien
cannot meet EU 1 and 2 emission limit required bil& 2 , and if the VOC Capture and Control

System was properly designed, installed, operated maintained before and during the test, then,

for purposes of this Conditional Plan Approval, Bermittee shall inform MassDEP and EPA anfj
propose a schedule for additional control equipraant performance testing, as required to mee
demonstrate compliance with the EU 1 and 2 emidgigihrequired by Table 2.

and



Polyfoam Corp.
Conditional Plan Approval
Transmittal No. X239067

Application No. CE-11-031
Page 17 of 27

Table6
EU# Special Termsand Conditions
1-3 20. Within 30 days of issuance of this Conditional PAgproval, the Permittee shall submit to the

MassDEP, for approval, a spreadsheet that calglatel documents that VOC emissions compl
with Table 2 of this Conditional Plan Approval. &hpreadsheet shall accurately calculate the
following :
« Daily average ratéof pentane emissions from manufacturing and pastufacturing
processeand from manufacturing through long term storage.
e Calendar monthly ratef pentane emissions from the manufacturing thindogg term
storage.
e 12 month rolling ratef pentane emissions from the manufacturing thihdogg term storage

The submitted spread sheet shall follow the guidagieen in Attachment A- VOC/Pentane
Emission Daily Calculations of this Conditional Rlapproval

21. VOC /pentane emissions shall be calculated onlg basis by identifying the pentane content of the
raw bead and the bead throughput (i.e. productte) for each lot processed and then using a njass
balance equation (see Attachment A).

22. The Permittee shall notify MassDEP and EPA in wgtif compliance testing has resulted in
adjustments to assumptions regarding capture sstdudéon efficiencies or residuals of pentane
found in the EPS bead or product which impact edeutations to determine emissions. The
Permittee shall submit a written report with aljustied calculations and assumptions within 30 days
of the actual testing. Additionally, the Permits®ll submit a revised calculation spread shextt
incorporates any new information including revisidly, monthly and annual emission rates,
capture and control efficiencies and fugitive eioiss.

23. If the performance testing required by Table 3theo performance testing whose methods and
results are acceptable to MassDEP and EPA, dematestihat the Permittee cannot meet the EU) 1-
3 daily emission limit required by Table 2, andhié VOC Capture and Control System was properly
designed, installed, operated, and maintained éefod during the test, then, for purposes of thig
Conditional Plan Approval, the Permittee shall inidMlassDEP and EPA and propose an alternative
emission limit for EU 13, but at no time can the emission limit rate bevaithe daily average of 2
Ibs VOC/100 Ibs EPS for EU 1 and 2 per the ConBeatee.

Facility 24. All efforts shall be made to minimize VOC emissidramm all areas of the Facility including all
Wide storage and pentane content of the incoming bead.
Table 6 Notes:

1. Consent Decree for United States v. PolyFoam (ikl. Action No. 411-cv-40134
2. Appendix | Consent Decree - Requirements For Aiidsian Testing
3. Daily average rate = defined in the Consent Deaseg Continuous 24-hour period commencing at 7, am.
commencing at some other time specified in a féigezaforceable air permit.
Table 6 Key:

% = percent EPA = Environmental Protection Agency

MassDEP = Massachusetts Department of

CD = Consent Decree Environmental Protection
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EPS = expandable polystyrene RTO = RegenerativentdieOxidizer
EU# = emission unit number VOC = Volatile Organier@pound

B. The Permittee shall install and use an exhausk,séacrequired in Table 7, on each of the
Emission Units that is consistent with good aidgmdn control engineering practice and that
discharges so as to not cause or contribute toditoan of air pollution. Each exhaust stack
shall be configured to discharge the gases veditiaald shall not be equipped with any part
or device that restricts the vertical exhaust fiwhe emitted gases, including but not
limited to rain protection devices known as “shacaps” and “egg beaters.” The Permittee
shall install and utilize exhaust stacks with tbkofving parameters, as contained in Table 7
below, for the Emission Units that are regulatediy Conditional Plan Approval:

Table7
Stack Height Stack Inside Exit | Stack Gas Exit Velocity Stack Gas Exit
EU# | AboveGround Dimensions Range Temperature Range
(feet) (feet) (feet per second) (°F)
1 41 2.33 7-36 200-350

Tables 7 Key:

°F = Degree Fahrenheit

EU# = Emission Unit Number

5. GENERAL CONDITIONS

The Permittee is subject to, and shall comply vihie, following general conditions:

A. Pursuant to 310 CMR 7.01, 7.02, 7.09 and 7.10,ldremy nuisance condition(s), including
but not limited to smoke, dust, odor or noise, o@sithe result of the operation of the
Facility, then the Permittee shall immediately tak@ropriate steps including shutdown, if
necessary, to abate said nuisance condition(s).

B. If asbestos remediation/removal will occur as altesf the approved construction,
reconstruction, or alteration of this Facility, thRermittee shall ensure that all
removal/remediation of asbestos shall be donednrdance with 310 CMR 7.15 in its
entirety and 310 CMR 4.00.
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. If construction or demolition of an industrial, comarcial or institutional building will occur
as a result of the approved construction, recoastmy, or alteration of this Facility, the
Permittee shall ensure that said construction oradiéion shall be done in accordance with
310 CMR 7.09(2) and 310 CMR 4.00.

. Pursuant to 310 CMR 7.01(2)(b) and 7.02(7)(b),Reemittee shall allow MassDEP and / or
USEPA personnel access to the Facility, buildiagsl all pertinent records for the purpose
of making inspections and surveys, collecting saspbbtaining data, and reviewing
records.

. This Conditional Plan Approval does not negaterésponsibility of the Permittee to comply
with any other applicable Federal, State, or loeglulations now or in the future.

. Should there be any differences between the Apgmicand this Conditional Plan Approval,
the Conditional Plan Approval shall govern.

. Pursuant to 310 CMR 7.02(3)(k), MassDEP may revhleeConditional Plan Approval if
the construction work is not commenced within tveang from the date of issuance of this
Conditional Plan Approval, or if the constructioonk is suspended for one year or more.

. This Conditional Plan Approval may be suspendedjifieal, or revoked by MassDEP if
MassDEP determines that any condition or part isf@onditional Plan Approval is being
violated.

This Conditional Plan Approval may be modified aremded when in the opinion of
MassDEP such is necessary or appropriate to cldmefyConditional Plan Approval
conditions or after consideration of a written resfby the Permittee to amend the
Conditional Plan Approval conditions.

. The Permittee shall conduct emission testing,gtiested by MassDEP, in accordance with
USEPA Reference Test Methods and regulation 310 GMRB. A pretest protocol report
shall be submitted to MassDEP and EPA at leas&$8 drior to emission testing and the
final test results report shall be submitted withindays after emission testing.

Pursuant to 310 CMR 7.01(3) and 7.02(3) (f), therftéee shall comply with all
conditions contained in this Conditional Plan Ap@o Should there be any differences
between provisions contained in the General Caystand provisions contained elsewhere
in the Conditional Plan Approval, the latter skggvern.
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6. MASSACHUSETTSENVIRONMENTAL POLICY ACT

MassDEP has determined that the filing of an Emritental Notification Form (ENF) with the
Secretary of Energy & Environmental Affairs, for guality control purposes, was not required
prior to this action by MassDEP. Notwithstandihgtdetermination, the Massachusetts
Environmental Policy Act (MEPA) and 301 CMR 11.@&ction 11.04, provide certain “Fail-
Safe Provisions,” which allow the Secretary to iegjthe filing of an ENF and/or an
Environmental Impact Report (EIR) at a later time.

7. APPEAL PROCESS

This Conditional Plan Approval is an action of M2E$. If you are aggrieved by this action,
you may request an adjudicatory hearing. A reqieest hearing must be made in writing and
postmarked within twenty-one (21) days of the dditissuance of this Conditional Plan
Approval.

Under 310 CMR 1.01(6)(b), the request must statarlt and concisely the facts, which are the
grounds for the request, and the relief soughtdidahally, the request must state why the
Conditional Plan Approval is not consistent witlpbgable laws and regulations.

The hearing request along with a valid check pay#bthe Commonwealth of Massachusetts in
the amount of one hundred dollars ($100.00) mushaied to:

Commonwealth of Massachusetts
Department of Environmental Protection
P.O. Box 4062
Boston, MA 02211

This request will be dismissed if the filing feeniat paid, unless the appellant is exempt or
granted a waiver as described below. The filiregigenot required if the appellant is a city or
town (or municipal agency), county, or districttbé Commonwealth of Massachusetts, or a
municipal housing authority.
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MassDEP may waive the adjudicatory hearing-filiag for a person who shows that paying the
fee will create an undue financial hardship. Asperseeking a waiver must file, together with
the hearing request as provided above, an affidatiing forth the facts believed to support the

claim of undue financial hardship.

Enclosed is a stamped approved copy of the apjaicatibmittal.

Should you have any questions concerning this Giomdi Plan Approval, please contact Maria
L’Annunziata by telephone at 508-767-2748, or iiting at the letterhead address.

This final document copy is being provided to you electronically by the
Department of Environmental Protection. A signed copy of this document
is on file at the DEP office listed on the letterhead,

Roseanna E. Stanley
Acting Permit Chief
Bureau of Waste Prevention

Enclosure

ecc: Steve Calder, EPA Region |
Christine Sansevero, EPA Region |
Northbridge Board of Health
Northbridge Fire Department
Yi Tian, MassDEP/Boston -
James Gagnon, O'Reilly, Talbot and Okun
Kim McCoy; MassDEP/CERO



Polyfoam Corp.
Conditional Plan Approval
Transmittal No. X239067

Application No. CE-11-031
Page 22 of 27

Attachment A

VOC/Pentane Emission Daily Calculations

VOC /pentane emissions shall be calculated onlg bdasis by determining the pentane content of the
raw bead for each lot processed, identifying thedldroughput (i.e. production rate) for each lot
processed and then using a mass balance, whielsdsilbed below. The bead’s pentane content skall b
documented by obtaining a Certificate of Analy$QA”) for each lot processed from the
manufacturer. If a Certificate of Analysis is @eilable, then the maximum pentane content listed

the Material Safety Data Sheet shall be utilized.

Pentane emissions shall be determined each dagt bpse the following:

Amount of Pentane Released During M anufacturing and Storage

The raw bead being processed shall be categoritredmne of three bead types based on its COA.

0 COAZ<4.0% pentane = Low Range % Pentane EPS (~ 3.5%)
0 COA > 4.0% to< 5.2% = Mid % Pentane EPS (~4.5%)
0 COA>5.2% = High % Pentane EPS (~6.1%)

Calculating the percent of pentane released dini@gnanufacturing process, the first 48 hours of
storage, and the next 26 days of storage (28 drsmaolding) shall be based on bead testing. The
calculations in this Conditional Plan Approval the amount of pentane released are based on the bea
testing performed by Polyfoam in the Spring of 20These calculations will be modified, as needbgd,
performance compliance testing (e.g. after the Ri@stalled and operational).

The Spring 2012 analytical results of pentane methin the product at various points in the
manufacturing and storage cycle are shown in TAlidelow.

Table A Bead Test Results (Spring 2012)

Low % Pentane Mid % Pentane High % Pentane
Sample Bead Data Symbol | lbs/100 Ibs EPS lbs/100 lbs EPS Ibs/100 Ibs EPS
Certificate Of Analysis COA 3.500 4.600 6.100
15 min after molding (EU 1) 15m 1.840 1.350 2.530
48 hrs after molding (EU 2) 48h 1.550 1.100 1.930
28 days after molding (EU 3) 28d 0.590 0.600 0.710
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Manufacturing (EU# 1)
The amount of pentane released during manufact(irggore-expansion, aging, and molding) and
available for capture/destruction shall be cal@adats follows:
(COA — 15m) = Ibs of pentane released /100 pouh&$& beads processed.
((COA — 15m)/COA) * 100 = percent loss in manufaictg
Using the 3.5 % pentane bead as an example afdltslation:
(3.5-1.84) = 1.66 Ibs pentane released/100 IbsEB&ssed
((3.5-1.84)/3.5)*100 = 47.4 % of original amountpantane released during manufacturing
First 48 hours of storage (EU #2)
The amount of pentane released during the firstotBs of storage shall be calculated as follows:
(15m — 48h) = Ibs of pentane released /100 pouhB&8 beads processed.
((15m — 48h)/COA) * 100 = percent loss in the f¢8thours of storage.
Using the 3.5 % pentane bead as an example afdldslation:

(1.84-1.55) = 0.96 Ibs pentane released/100 IbsE&&ssed

((1.84-1.55)/3.5)*100 = 8.286 % of original amowfpentane released during the first 48 hours
of storage

Long Term Storage (EU #3)
The amount of pentane released during the nexag$6 of storage (26 days after the first 48 houra)ls
be calculated as follows:
(48h — 28d) = Ibs of pentane released /100 pouhB&8 beads processed.
((48h — 28d)/COA) * 100 = percent loss in the fidsweeks of storage.
Using the 3.5 % pentane bead as an example afdltslation:

(1.55 - 0.59) = 0.29 Ibs pentane released/100 3 firocessed

((1.55 — 0.59)/3.5)*100 = 27.429 % of original ambof pentane released during the first 4
weeks of storage

Retained in Product
The amount of pentane remaining in the product vatndmped, and thereforet emitted at the Facility,
shall be calculated as follows:



(28d) = Ibs of pentane shipped /100 pounds of E&6l$ processed.

(28d/COA) * 100 = percent of pentane shipped irdpoa.

Using the 3.5% pentane bead as an example ofdltslation:

0.59 Ibs pentane shipped/100 Ibs EPS processed
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(0.59/3.5)*100 = 16.857 % of original amount of fz@re shipped in product.

The calculated percentages than shall be appliegbith group of beads processed. Based on thegSpri
2012 test results, the percentages for each gmeuprasented in Table B. These percentages vah@gh
if the compliance bead testing results are diffefiemm the Spring 2012 results.

Table B Amount of Pentane Released
Low % Pentane Mid % Pentane High % Pentane

Sample Bead Data Ibs/100 lbs EPS Ibs/100 Ibs EPS Ibs/100 lbs EPS
COA 3.500 4.600 6.100
15 min after molding (EU 1) 1.840 1.350 2.530
48 hrs after molding (EU 2) 1.550 1.100 1.930
28 days after molding (EU 3) 0.590 0.600 0.710
Amount Released During :
manufacturing (in Ibs) [COA-
15m] 1.660 3.250 3.570

as a % released 47.429 70.652 58.525
after 48 hrs storage (in Ibs)
[15m-48h] 0.290 0.250 0.600

as a % released 8.286 5.435 9.836
Subtotal Ibs released per
Consent Decree [COA-48h] 1.950 3.500 4.170

as a % released 55.714 76.087 68.361
Subtotal Ibs released during
long term storage [48h-28d] : 0.960 0.500 1.220
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as a % released 27.429 10.870 20.000

Total released in 28 days (in

Ibs) [COA-28d] 2.910 4.000 5.390
as a % released 83.143 86.957 88.361

Amount in shipped product
(in Ibs) [28d] 0.590 0.600 0.710

as a % retained 16.857 13.043 11.639

Captur e and Destruction Efficiencies

The capture and destruction efficiencies shalldterthined during compliance testing. They shall be
calculated as follows or as otherwise determine&®B during compliance testing:

Capture Efficiency (“CE”) =

Inlet Pentane Rate (Ibs/hr) x Duration of StacktTes X 100

Mass of EPS Bead Processed During Stack Test{lbs)
(COA —15m)/100
Destruction Efficiency (“DE”) =

Inlet Pentane Rate (Ibs/hr) to RTO — Outlet Peniate (Ibs/hr) from
RTO X 100

Inlet Pentane Rate (lbs/hr)

Until the compliance testing determines the aatagture and destruction efficiencies, for the pagsoof
the calculations described in this Conditional PAgproval, they shall be assumed to be 60% and 99%
respectively.

Calculating Emissions

The equations to calculate the pentane emissiaibuse the value of pentane left in the produtgraf
molding (15m), after the first 48 hrs (48h), anttaR8 days from molding (28d) as shown in the abov
tables. These equations are as follows (exampéegsing a 3.5 % bead):

Pentane Destroyed in RTO (stoyed) = (CE)(DE)(COA — 15m).
Example: (0.60)(0.99)(3.5 — 1.840) = 0.986 IbetBee destroyed/100 Ibs EPS processed.

Pentane Captured but Not Destroyed & Emitted froROR‘P not pestroyed) = (CE)(1-DE)(COA -15m).
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Example: (0.60)(1.0-0.99)(3.5 — 1.840) = 0.019Mentane not destroyed/100 Ibs EPS
processed.

Pentane Not Captured in Manufacturing (captured) = (1-CE)( COA -15m).
Example: (1.0-0.60)(3.5 —1.840) = 0.664 Ibs Beatnot captured during manufacturing/100 Ibs
EPS processed.

Pentane Emitted & Uncontrolled in 48 hr StoragedsRge) = (15m - 48h).
Example: (1.84-1.55) = 0.290 |bs Pentane emittethd first 48 hours of storage/100 Ibs EPS
processed.

Pentane Emitted in Manufacturing & First 48 HOUR gmitted’) = (P Not Destroyed +P Not capturedt P storagd-
Example: (0.010 + 0.664 + 0.29) = 0.964 |bs PenkEméted/100 Ibs of EPS processed.

Note: P eniteq 1S the value needed for cal culating and meeting the conditions of the Consent
Decree.

Total Pentane Emitted from Manufacturing to Prodéftipped (“Protai emit) = P emied + (48h - 28d)
Example: (0.964) + (1.55-0.59) = 1.924 Ibs TotattBee Emitted /100 Ibs of EPS processed.

Mass Balance:
COA = (PNot Destroyed+ PNot Captured+ PStorage+ PDestroyed+ 48h)

Since the COA of the raw beads will vary from loidt processed, the amount of pentane at each stag
manufacturing and storage must be calculated basdte percent of pentane released at each of these
stages anthe pentane group in which the bead is categofizedow, medium, or high).

As an example, a 3.6% bead would be categorizad@s percent bead. Therefore it would use the
percentages derived from testing the 3.5% beadcifsgally, the 3.6% bead would be assumed to lose
47.429 % of the pentane after molding, an additiBr#286 % loss after 48 hours of storage, and an
additional 27.429 % loss after 28 days of storégeying a residual of 16.857% of the original peeta
amount left in and shipped with the product.

Calculating the Ibs of pentane in the product [@r Ibs of EPS bead processed for a 3.6% bead (COA)
would yield the following results:

3.6 x 0.474 =1.707 Ibs pentane/100 Ibs of ERS afolding (15m)

3.6 x 0.828 = 0.298 Ibs pentane/100 Ibs of ERS 48 hours of storage (48h)
3.6 x 0.274 = 0.987 Ibs pentane/100 Ibs of ERS @B days of storage (28d)
3.6 x 0.169 = 0.607 Ibs pentane/100 Ibs of ERSnehe product

Therefore using the equations above, thgRswould be = 0.992 Ibs pentane/100 Ibs of 3.6 % EPS
processed and B emit=1.979 Ibs pentane/100 Ibs of 3.6 % EPS processed.

Calculating the Daily Aver age
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Pursuant to the Consent Decree, the daily average (24 hour period, starting at 7 AM) fogRieq
shall be no greater than 2.4 pounds of VOCs (peftaer 100 pounds of EPS beads processed.

Using the Repireq OFf 0.992 Ibs pentane/100 Ibs of 3.6 % EPS proded$£000 Ibs of raw beads processed
would yield 148.8 Ibs of pentane emitted g[Req X Ibs of bead processed)/100]. The amount ofgrent
emitted must be calculated for each percent bead insa 24 hour period.

The total amount of Ibs of pentane emitted dividgdhe total amount of raw beads processed/day,
multiplied by 100 will give the average amount o pentane/100 Ibs of EPS processed.

A similar calculation for Rq emiteaShall be done as well on a daily basis.



